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SAMPLE #8 TEST INFORMATION Test Set Up Photo
Rigid Liner, Transfer Bag, | s :

TEST CONTENTS: 55% Filled with Qil Dry
Absorbent Material

FILTER PLUGGED: Yes
TORQUE VALUE: 55 Ft-Lbs.
PRESSURIZATION RATE: No Flow Meter (Max Air)
MOISTURE ON GASKET AND RING: No
TEST DURATION: 1 Minute and 06 Seconds
MAXIUMUM PRESSURE: 45 PSI
AREA OF PRESSURIZATION: Through the Sidewall
TEST EQUIPMENT:

———ly | SwWens

Comments

There was damage to the gasket pricr to receiving the drum sample. During the test, leakage occurred at
the bottom seam of the drum, at the joint of the locking ring, and 90 degrees to the left. There was
deformation to the top and bottom heads of the drum.
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DISCLAIMER OF WARRANTIES

TEN-E PACKAGING SERVICES, INC. certifies that the previously described testing services have
been performed in accordance with standard good laboratory practices. The results included within this
test report relate only to the items tested. ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED,
INCLUDING ANY WARRANTY THAT THE PACKAGING TESTED IS MERCHANTABLE OR FIT FOR
A PARTICULAR PURPOSE, ARE DISCLAIMED. In no event shall TEN-E Packaging Services, Inc.
liability exceed the total amount paid by Fluor Idaho for services rendered.

In the event of future changes to the above referenced test standard, it is the responsibility of Fluor
Idaho to determine whether additional testing or updating of past testing is necessary to verify that the
packaging we have tested remains in compliance with those standards.
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Tyler Kinderman

Packaging Engineer

TEN-E Packaging Services, Inc.
1686 County Road 74

Newport, MN 55055
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